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ALIGNMENT CHECKED

}EURVEYED
PLOTTED

RT. OF WAY CHECKED

{CADD FILE NAME

NOTE BOOK
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PLAN

DATE
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GRADES CHECKED
BM, NOTED

ISTRUCTURE NOTAT'NS CH'KD

PROFILE fsomveres
PLOTTED

NOTE BOOK

@

ROAD
CLOSED

R11-2-4830

®

M4-10-4818

BRIDGE OUT
2.0 MILES AHEAD
LOCAL TRAFFIC ONLY

R11-3-6030

®

W20-3-4848 (FO)

SEE DETAIL FOR

¢ ILLINOIS 71 AND {INTERSTATE 80 INTERCHANGE

SEE DETAIL FOR
IL 71 AND
US 6 INTERSECTION

SEE DETAIL FOR
’_\/7 SENECA ROAD AND INTERSTATE 80 INTERCHANGE

|\ SEE DETAIL FOR
US ROUTE & AND SENECA ROAD INTERSECTION

PROJECT LOCATION

EXIST SN-050-2595
PROP SN-050-2643

us
ROUTE 6

BLK/WH

M1-4-2424

®

ROAD TCLOSED
THRU TRAFFIC

M4-10-4818

BRIDGE OUT
2.5 MILES AHEAD
LOCAL TRAFFIC ONLY

W20-3-4848 (FO!  R11-4-4830 R11-3-6030
EAST WEST DETOUR
M3-1-2412 M3-3-2412 M4-8-2412

®

O

a |/

M5-1-2115 M6-2-2115

® ™

ILLINOIS 71 AND INTERSTATE 80 INTERCHANGE
* PLACE SIGNS ADJACENT TO EAST 1-80 MARKER

ILLINOIS 71 AND US ROUTE 6 INTERSECTION

PROJECT LOCATION

PROJECT VICINITY

LEGEND

TT  TYPE Il BARRICADES CONFORMING L

TO STD. 701901 “ROAD CLOSED TO
ALL TRAFFIC” WITH 2 FLASHING

LIGHTS PER BARRICADE 2.
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SENECA ROAD AND INTERSTATE 80 INTERCHANGE
# PLACE SIGNS ADJACENT TO WEST 1-80 MARKER
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US ROUTE 6 AND SENECA ROAD INTERSECTION

GENERAL NOTES

ALL TRAFFIC CONTROL DEVICES SHALL BE FURNISHED,
ERECTED AND MAINTAINED BY THE CONTRACTOR.

ALL SIGNS NOT ATTACHED TO BARRICADES SHALL BE
POST MOUNTED, UNLESS OTHERWISE NOTED.

DETOUR END US 6 OPEN US 6 OPEN . SIGNS ON PERMANENT SUPPORTS
AHEAD DETOUR « 1o 1o 3. LOCATIONS OF TRAFFIC CONTROL DEVICES MAY BE
MARSEILLES SENECA (L 1701 FLASHING LIGHT ABOVE SIGN ADJUSTED BY THE ENGINEER.
M5-2-2115 W20-2-4848 M4-8A-2418 M6-1-2115 M6-3-2115 BLK / F.OR. BLK / F.OR. DETOUR ROUTE 4, SEE SPECIAL PROVISION TRAFFIC CONTROL AND PROTECTION
@ @ ® @ ® @ @ FOR TEMPORARY DETOUR.
5. TYPE III BARRICADES CONFORMING TO STD. 701901
"ROAD CLOSED TO THRU TRAFFIC” WITH 2 FLASHING
LIGHTS PER BARRICADE USED FOR SIGN D.
6. COVER ALL CONFLICTING EXISTING TRAFFIC SIGNS.
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